
2.8�Inch�Palm & Fingerprint 

GENERAL QUICK START GUIDE

Time Attendance & Access Terminal

Version: 1.0
Date: May., 2017

Note: The picture and function presented in this manual are only for reference.
            The following functions are optional: Palm, RFID, Wi-Fi, Access, Battery, 3G.
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Device Overview

Front

Side
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TFT Color Screen

Fingerprint sensor
&RFID Card Reader

Speaker
Keypad

Palm Detection Area  

Reset switch

USB memory port

Star-shaped screw hole



Back
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Ethernet port

Power port

RS232 port
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SIM card slot

Tamper switch

Battery Button
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Mounting the device on wall

j Paste the mounting template sticker onto the wall, and drill holes according 

     to the mounting paper.

1.2m

k Fix the back plate onto the wall using wall mounting screws.

l Insert the device into back plate.

m Use security screw to fasten the device to back plate.

1

3

2

4

Installation & Printer Connection

RS232 cabel

Serial Printer
Printer Connection
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Ethernet & USB & Power Connection

LAN Connection

ZKTime Web
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12V DC Adaptor

Power Connection 

Recommended power supply

1) 12V ± 10%, at least 1500mA.
2) To share the power with other devices, use a power supply with higher current ratings. 
3) Battery is an optional function. You may not use the UPS. 

USB Connection 

ZKTime Web
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