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Full HD IP Camera
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GT-BA513

1.3 Megapixel IR bullet IP camera

1/3" AR0130 CMOS sensor

1280×960

0.1 Lux(IR O�)，0 Lux(IR On)

ICR cut �lter

4mm �xed lens (6mm and 8mm �xed lens optional)

IR projection angle: 60°, 10~15M valid

Hi3518c

Linux

H.264 high pro�le

32 Kbps~6Mbps

N/A

1280*960

Motion detection, video lost, network disconnected, IP address con�ict

NTSC：1~30 frame，PAL：1~25 frame

Brightness, contrast, saturation, image rotation

1 * RJ45 10M/100M ethernet port

DC 12V / 1.5A

6W

-20℃~ 55℃

0.55kg/0.72kg

230mm*127mm*127mm

GT-BA510

1.0 MP IR bullet IP camera

1/4" OV9712 CMOS sensor

1280×720

1280*720

GT-BA520

2.0 Megapixel IR bullet IP camera

1/3" SONY IMX122 CMOS sensor

1920×1080

1920*1080
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Video & Audio
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Network Interface
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Dimension(color box)

Features
• 510:1/4" CMOS sensor; 513/520:1/3" CMOS sensor

• Supports dual IR-CUT �lter

• Advanced H.264 video compression technology

• Supports dual video streams

• Supports auto electronic shutter

• ONVIF 2.0
H.264 IR Day & Night
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