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Without the prior written consent of ZKTeco, no portion of this manual can be copied or forwarded in any
way or form. All parts of this manual belong to ZKTeco and its subsidiaries (hereinafter the "Company" or
"ZKTeco").

ZK is a registered trademark of ZKTeco. Other trademarks involved in this manual are owned by
their respective owners.

This manual contains information on the operation and maintenance of the ZKTeco equipment. The
copyright in all the documents, drawings, etc. in relation to the ZKTeco supplied equipment vests in and is
the property of ZKTeco. The contents hereof should not be used or shared by the receiver with any third

party without express written permission of ZKTeco.

The contents of this manual must be read as a whole before starting the operation and maintenance of the
supplied equipment. If any of the content(s) of the manual seems unclear or incomplete, please contact

ZKTeco before starting the operation and maintenance of the said equipment.

It is an essential pre-requisite for the satisfactory operation and maintenance that the operating and
maintenance personnel are fully familiar with the design and that the said personnel have received
thorough training in operating and maintaining the machine/unit/equipment. It is further essential for the
safe operation of the machine/unit/equipment that personnel have read, understood and followed the

safety instructions contained in the manual.

In case of any conflict between terms and conditions of this manual and the contract specifications,
drawings, instruction sheets or any other contract-related documents, the contract conditions/documents

shall prevail. The contract specific conditions/documents shall apply in priority.

ZKTeco offers no warranty, guarantee or representation regarding the completeness of any information
contained in this manual or any of the amendments made thereto. ZKTeco does not extend the warranty
of any kind, including, without limitation, any warranty of design, merchantability or fitness for a particular

purpose.

ZKTeco does not assume responsibility for any errors or omissions in the information or documents which
are referenced by or linked to this manual. The entire risk as to the results and performance obtained from

using the information is assumed by the user.
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ZKTeco in no event shall be liable to the user or any third party for any incidental, consequential, indirect,
special, or exemplary damages, including, without limitation, loss of business, loss of profits, business
interruption, loss of business information or any pecuniary loss, arising out of, in connection with, or
relating to the use of the information contained in or referenced by this manual, even if ZKTeco has been

advised of the possibility of such damages.

This manual and the information contained therein may include technical, other inaccuracies or
typographical errors. ZKTeco periodically changes the information herein which will be incorporated into
new additions/amendments to the manual. ZKTeco reserves the right to add, delete, amend, or modify the
information contained in the manual from time to time in the form of circulars, letters, notes, etc. for better
operation and safety of the machine/unit/equipment. The said additions or amendments are meant for
improvement /better operations of the machine/unit/equipment and such amendments shall not give any

right to claim any compensation or damages under any circumstances.

ZKTeco shallin no way be responsible (i) in case the machine/unit/equipment malfunctions due to any non-
compliance of the instructions contained in this manual (i) in case of operation of the
machine/unit/equipment beyond the rate limits (iii) in case of operation of the machine and equipmentin

conditions different from the prescribed conditions of the manual.

The product will be updated from time to time without prior notice. The latest operation procedures and

relevant documents are available on http://www.zkteco.com

If there is any issue related to the product, please contact us.

ZKTeco Industrial Park, No. 32, Industrial Road,
Tangxia Town, Dongguan, China.

+86 769 - 82109991

+86 755 - 89602394

For business related queries, please write to us at: sales@zkteco.com.

To know more about our global branches, visit www.zkteco.com.
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ZKTeco is one of the world’s largest manufacturer of RFID and Biometric (Fingerprint, Facial, Finger-vein)
readers. Product offerings include Access Control readers and panels, Near & Far-range Facial Recognition
Cameras, Elevator/floor access controllers, Turnstiles, License Plate Recognition (LPR) gate controllers and
Consumer products including battery-operated fingerprint and face-reader Door Locks. Our security
solutions are multi-lingual and localized in over 18 different languages. At the ZKTeco state-of-the-art
700,000 square foot ISO9001-certified manufacturing facility, we control manufacturing, product design,

component assembly, and logistics/shipping, all under one roof.

The founders of ZKTeco have been determined for independent research and development of biometric
verification procedures and the productization of biometric verification SDK, which was initially widely
applied in PC security and identity authentication fields. With the continuous enhancement of the
development and plenty of market applications, the team has gradually constructed an identity
authentication ecosystem and smart security ecosystem, which are based on biometric verification
techniques. With years of experience in the industrialization of biometric verifications, ZKTeco was officially
established in 2007 and now has been one of the globally leading enterprises in the biometric verification
industry owning various patents and being selected as the National High-tech Enterprise for 6 consecutive

years. Its products are protected by intellectual property rights.

This manual introduces the operations of G5 Outdoor & Multi-Biometric Access Control Terminal.

All figures displayed are for illustration purposes only. Figures in this manual may not be exactly consistent

with the actual products.
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Document Conventions

Conventions used in this manual are listed below:

GUI Conventions

For Software ‘

Convention Description
Bold font Used to identify software interface names OK, Confirm, Cancel
S Multi-level menus are separated by these brackets. For example, File > Create >
Folder.
e
Convention Description
<> Button or key names for devices. For example, press <OK>
(] Window names, menu items, data table, and field names are inside square brackets.
For example, pop up the [New User] window
/ Multi-level menus are separated by forwarding slashes. For example,
[File/Create/Folder].
Symbols
Convention Description
#*
h This implies about the notice or pays attention to, in the manual
| The general information which helps in performing the operations faster
\i\x The information which is significant
O Care taken to avoid danger or mistakes
ﬁ The statement or event that warns of something or that serves as a
cautionary example.
Page |5

Copyright©2023 ZKTECO CO., LTD. All rights reserved.



G5 User Manual

Table of Contents

1 OVERVIEW 8
2 INSTRUCTIONS FOR USE 8
2.1 STANDING POSITION, FACIAL EXPRESSION AND STANDING POSTURE 8
2.2 FINGER PLACEMENT 10
2.3 FACE ENROLLMENT 10
2.4 STANDBY INTERFACE 11
2.5 VIRTUAL KEYBOARD 12
2.6 VERIFICATION MODE 12
2.6.1 PASSWORD VERIFICATION 13

2.6.2 FACIAL VERIFICATION 14

2.6.3 PALM VERIFICATION 16

2.6.4 FINGERPRINT VERIFICATION (OPTIONAL) 17

2.6.5 CARD VERIFICATION 18

3 MAIN MENU 21
4 USER MANAGEMENT 22
4.1 ADD USER 22
4.1.1 ADD USERS VIA DEVICE 22

4.1.2 ADD USERS ON THE SOFTWARE 35

4.2 SEARCH USER 38
4.3 EDIT USER 39
4.4 DELETE USER 39

5 ACCESS SETTINGS 41
5.1 ACCESS CONTROL OPTIONS 41
5.2 TIME RULES SETTINGS 42
5.3 HOLIDAY SETTINGS 43
5.4 ANTI-PASSBACK SETUP 46

6 ATTENDANCE SEARCH 47
7 DATA MANAGEMENT 48
8 USB MANAGEMENT 49
9 ALARM MANAGEMENT 49

Page |6 Copyright©2023 ZKTECO CO., LTD. All rights reserved.



G5

User Manual

9.1 ADD ALARM 50
9.2 DELETE ALARM 51
10 SYSTEM SETTINGS 51
10.1 NETWORK SETTINGS 52
10.1.1 ETHERNET SETTINGS 52
10.1.2 COMM. CONNECTION SETTINGS 53

10.2 DATE AND TIME 54
10.2.1 DATE AND TIME SETTINGS 54
10.2.2 DATE AND TIME FORMAT SETTINGS 56

10.3 ACCESS CONTROL RECORD SETTINGS 57
10.3.1 CAMERA MODE 58
10.3.2 VERIFICATION SETTINGS 59
10.3.3 VALIDITY PERIOD OF USER INFORMATION 60

10.4 CLOUD SERVICE SETTINGS 60
10.5 WIEGAND SETTINGS 62
10.5.1 WIEGAND IN 62
10.5.2 WIEGAND OUT 65

10.6 OSDP OUTPUT 66
10.7 DISPLAY SETTINGS 67
10.8 SOUND SETTINGS 68
10.9 BIOMETRIC PARAMETERS 69
10.10 AUTO-TESTING 71
10.11 ADVANCED SETTINGS 72
10.12 ABOUT THE DEVICE 73

11 USB UPGRADE 74
STATEMENT ON THE RIGHT TO PRIVACY. 75
ECO-FRIENDLY OPERATION 76

Page |7

Copyright©2023 ZKTECO CO., LTD. All rights reserved.



G5 User Manual

Overview

G5 is an outdoor & multi-biometric access control terminal that features ZKTeco's innovative Enhanced
Visible Light Facial Recognition and QR Code Scanning technology. The device with the latest
technologies can automatically perform recognition at a distance from 0.5m to 3m when a face is
detected to deliver higher recognition quality in speed and accuracy than the near-infrared facial
recognition technology. With the applied Deep Learning algorithm, pose angle tolerance, and anti-spoof
function have been greatly enhanced against various environmental conditions and different types of
spoofing attacks.

The G5 comes standard with a B133 card module that supports identification ID and IC cards. The G5 also
perfectly supports Elatec card modules and can support 125 kHz/134.2 kHz/13.56 MHz RFID cards without
replacing the card module.

If the above-mentioned function cannot meet customers' needs, we can provide an EDK embedded
development kit and adjustment tools. Based on our robust and stable platform, the client's R&D team
can quickly develop, integrate, and debug the entire embedded system for better scalability.

Instructions for Use

Standing Position, Facial Expression and Standing

Posture

Recommended Distance

The distance between the device and the user (whose height is
within 1.55m to 1.85m) is recommended to be 1.5m. Users may
slightly move forward and backward to improve the quality of

1.55m

the captured facial images.

0.5m
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Recommended Facial Expressions

- -

| " Y

"

Note: During enrolment and verification, please remain natural facial expression and

standing posture.
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Finger Placement

Recommended fingers: Index, middle, or ring fingers.

Avoid using the thumb or pinky, as they are difficult to accurately tap onto the fingerprint
reader.

n n r

Note: Please use the correct method when pressing your fingers onto the fingerprint reader

for registration and identification.

Face Enrollment

During enrollment, try to adjust your face in the center of the device screen. Please face the camera and
stay still. The device screen is shown below:

e
< Face Register ()=

Please align your face within the designated area
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2.4 Standby Interface

After connecting the power supply, the Device displays the following standby interface.

20:46

2021-07-25 Sunday

_ Notes:

1. Tapon e the button to enter the personnel ID Input screen.

2. Tapon @ the button to enter the main menu.

3. If a super administrator has already been registered for this device, you will need the permission of
the super administrator to enter the main menu.
Page |1
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2.5 Virtual Keyboard

Please enter the username

First Name

Last Name

Cancel

Please enter the username

First Name

Last Name

Input options

Android Keyboard Settings (AOSF)

7123 . ° 7123, . °

Note: The kinds of keyboards of device will accord to the system language.

9 Long press the “,” button, to set the language of keyboards.

2.6 Verification Mode

The Biometric matching process can be categorized as, One-to-many or “Identification” (1: N), and one-
to-one or “Verification” (1:1). Below is a description of each matching type and how its features are

described.

1: N Identification Process

A one-to-many (1: N) biometric identification process instantly compares the person’s captured
biometric template against all stored biometric templates in the system.

1:1 Verification Process

1:1 biometric verification process authenticates a person’s identity by comparing the captured
biometric template with a biometric template of that person pre-stored in the database.
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2.6.1 Password Verification

When a user inputs his/her user ID and password into the device, the data will be compared to the user
ID and password of that user pre-stored in the system. This process is recommended for administrator
users.

9 On the Main screen, tap on the button to enter the 1:1 password verification mode.

9 On the Input screen, enter the User ID and tap [OK].

9 If a user has registered a face, a fingerprint and card in addition to his/her password and the
verification method is set to fingerprint/ password/ card/ face verification, the below screen
will appear.

X

Please choose the verification mode

O 66 0O

9 Tap on the password button to enter the password verification mode. Enter the
password and tap [OK].
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9 Below are the sample for successful and unsuccessful verification

A

Verification |

2

Incorrect password! Please try again!

Successful Verification

Failed Verification
2.6.2 Facial Verification

1: N Face Identification

9 This method identifies the acquired facial image of the user with all the facial templates that
are stored in the device.

2020-07-07 15:27

9 Below are the sample for successful and unsuccessful identification.

12345678901234567890
1234

Verification failed!

ease try again E27
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1:1 Face Verification

9 This method verifies the face of the user captured by the camera with the facial template
related to that User ID provided by the user.

9 Tap on the Main interface to enter the 1:1 facial verification mode Input the User ID, tap
[OK].

Fil<-agf@

Please enter the User ID

i If a user has registered a fingerprint, a password and card in addition to his/her face and the
verification method is set to fingerprint/ password/ card/ face verification, the following screen
will appear.

9 Tap on the face button to enter the facial verification mode.

%
Please choose the verification mode

i After the prompt "Please verify your face ", adjust your face in the center of the device screen
for face verification.
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‘ —. Please verify your face

9 Below are the sample for successful and unsuccessful verification.

2020-07-07 15:27

Successful Verification Failed Verification

2.6.3 Palm Verification

1: N Fingerprint Identification

9 This method identifies the acquired palm image of the user with all the palm templates that
are pre - stored in the device.

9 Below are the sample for successful and unsuccessful identification.
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2.6.4 Fingerprint Verification (Optional)

1: N Fingerprint Identification

9 This method compares the fingerprint of the user that is being pressed onto the fingerprint
reader with all the fingerprint data that is pre- stored in the device.

i To enter fingerprint identification mode, simply tap your finger on the fingerprint reader.
9 Below are the sample for successful and unsuccessful identification.

X

Verification failed!

Please try again E27

Successful Verification Failed Verification

1:1 Fingerprint Verification

9 This method compares the fingerprint of the user that is being pressed onto the fingerprint
reader with the fingerprint templates that are linked to that User ID which has been entered
via the virtual keyboard.

9 Tap the button on the main screen to enter 1:1 fingerprint verification mode:
9 Enter the User ID and Tap [OK].

9 If a user has registered a face, a password and card in addition to his/her fingerprint and the
verification method is set to fingerprint/ password/ card/ face, the following screen will appear.
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9 Select the fingerprint button o to enter fingerprint verification mode.

X

Please choose the verification mode

9 Tap the finger on the fingerprint reader to proceed with verification.

r

X

——
ﬁ_ﬁ\\ Please \{erify your
fingerprint

9 Below are the sample for successful and unsuccessful verification.

X

Verification failed!

Please try again E27

Successful Verification Failed Verification

2.6.5 Card Verification

1: N Card Identification

9 To enter 1: N card identification mode, please place the registered card on the card reader.
9 Below are the sample for successful and unsuccessful identification.
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Verification is X x
successfull
2020-07-07 15:27-2 Verification failed!
X, sam
1

Please try again E27

Successful Verification

1:1 Card Verification

i To enter 1:1 card verification mode, tap the
verification mode.

9 After that, enter the User ID and tap [OK].

Failed Verification

button on the main screen to enter 1:1 card

9 If a user has registered a face, a password and fingerprint in addition to his/her card and the
verification method is set to fingerprint/ password/ card/ face verification, the below screen

will appear.

9 Tap on the card button .
verify.

X
Please choose the verification mode

O 66 0

Page |19
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9 Below are the sample for successful and unsuccessful identification.

b

X

Verification failed!

Please try again E27

Successful Verification

Failed Verification
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3 Main Menu

[}
On the Standby interface, tap on == to enter the Main Menu.

FlTag®

< Apps
User Access Control  Attendance Data
Management Search Management
g ;ﬁ i S
UsB Alarm System Settings
Management  Management

Menu Operations

Menu Function

User Mgt. To Add, Edit, View, and Delete the basic information about a User.
To set the parameters of the lock and the relevant access control device
Access Control Access control options, time rules, holiday settings and anti-passback
setup.

Query the specified attendance record, check attendance photos and

Attendance Search blacklist photos.

Data Management  To delete all the relevant data from the device.
USB Management To upload or download specific data from a USB drive.

Once an alarm has been set, the device will automatically play
Alarm Management preselected alarm tone when the specific time is reached. It will stop
alarm after the alarm time elapsed.

Set the network, date and time, access record, cloud service, Wiegand,
System Settings display and sound, biometric parameters, auto testing, and advance
settings of the device.

Page |21 Copyright©2023 ZKTECO CO., LTD. Allrights reserved.



G5

User Manual

Note:

If the device does not have a super administrator, any user can enter the menu by

tapping the key.

After a super administrator has been set on the device, ID verification will be required to
enter the menu. Once password verification is successful, users can enter the menu.

To ensure the security of the device, we recommend registering an administrator the
first time you use this device. For detailed operating instructions, please see section Add

User.

User Management

Add User

Add Users via Device

There are two methods to add users: Add user via Software or Add via Device.

Tapon button on the [User Management] interface to enter the User creation interface.

< Apps

Management Search

00O

Management = Management

O0Uo0 e

User Access Control  Attendance

usB Alarm System Settings

< User Management E
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Register Basic User Information

On the New User interface, tap User ID and enter the unique identification number, and then
tap Name and enter the username.

< New User

User ID+ Please enter the User ID
Name Please enter the name
User Roles

User Validity Rule

Fingerprint None
Card Number None
Password None
Face None

Access Control Role

Note:

Name: The maximum length of characters is 24.

User ID: The user’s ID can contain 1-14 digits by default.

If you need an external reader to swipe the card, please set the card number as the id number.
User ID can be modified before first login, but cannot be modified once logged in.

The message "This User ID already exists!" indicates that the ID number entered is already
being used. In that case, it is recommended to enter another ID number.

Register User Photo

On the New User interface, tap on the button to enter the camera interface.

It is recommended to face the lens and then adjust the position.

On the User Photo interface, tap on the camera button to capture a photo.
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< User Photo
< New User

UserID* Please enter the User D #*

Name Please enter the name  #"

User Roles Normal User #°

User Validity Rule

Fingerprint None

Card Number None

Password None

Face None

Access Control Role

i Tapon the button on the bottom to successfully add the captured photo.

User Photo

User Role

This device has two types of user privileges that is Normal User and Super Administrator. If a Super
Administrator exists on the device, Normal Users can only login and view their accounts using different
verification modes that have already set for the user. But a Super Administrator will have more
privileges like access to the main menu and will also have the same access as the Normal user.
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9 On the User Management interface, tap on the required username from the user list to set the

User privilege.

< User Management 0]

Please input user name or ID

S
o

< Apps
User Mgt. Access Control  Attendance Data
Search Management

G ONoNG

usB Alarm System Settings USB Upgrade
Management  Management

9 On the “User Information” interface, tap [User Role], and then tap [Normal User] or [Super
Administrator] to set the required privilege.

Super Administrator

Note: When a user is given super administrator privileges, entering the main menu will require ID

verification. The verification process depends on the verification method that was used during user

registration. See the description in section “Verification Mode”.

Register Verification Modes
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The different verification modes are used to verify user login.

The verification mode includes registration of face, a password, fingerprints (optional), or card
number of a user.

On the New User interface, tap on the required verification mode (Fingerprint, Card Number,
Password) to register for verification.

< New User

User ID *lease enter the User ID
Name Please enter the name
User Roles

User Validity Rule

Fingerprint None
Card Number None
Password None
Face None

Access Control Role

Register Fingerprint (optional)

On the New User interface, tap [Fingerprint] to enter the fingerprint registration interface.

Tap on the required button (" left or @ right) situated on the left and right side of the screen

and then tap on the required finger to register.

< New User a ) Z
Register Fingerprint Back

User ID “lease enter the User ID

Ylease enter the name

Name

User Roles

User Validity Rule

Fingerprint None
Card Number None
Password None
Face None

Access Control Role
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i After the selecting the required finger, press the same finger on the fingerprint reader three
times.

i Green indicates that the fingerprint is enrolled successfully.

Fl

_ Note: If you tap different fingers onto the fingerprint scanner during the 2" and 3" time,

the user will be prompted to "Please use the same finger" as shown in the below image.

< Register Fingerprint Back

1 2 3

Please press the same finger!

QAL

Index finger

1 If the fingerprint is successfully registered, "Continue to enroll the next Fingerprint?” dialog
box will appear.
9 Tap Yes to record the next fingerprint, or No to return to the fingerprint registration interface.

Continue to enroll the next
Fingerprint?
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Register Card Number

On the New User interface, tap Card Number to enter the card number registration page.
On the Register a card number interface, swipe the card to register.
And once a successful prompt is displayed, tap Save to update the card details.

< New User )

< Register a card number
User D * Please enter the User ID
Name Please enter the name
User Roles
User Validity Rule
Fingerprint None

Please swipe the card

Card Number None
Password None
Face None
Access Control Role

Register Password

On the New User interface, tap Password to register password.

On the Enter the password field enter the password, then on the Confirm password field re-
enter the same password.

Tap Confirm.

Note: The user password must be 8-digit number.

< New User
User ID* Please enter the User ID
Name Please enter the name
User Roles Please enter your password

User Validity Rule

Fingerprint None
Card Number None
Password None
Face Mone
Access Control Role Cancel
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Function Description

et Tap on this button to encrypt the password.

<& Tap on this button to make the password visible.

9 If the password, entered in both fields does not match, then re-enter the correct password.

Please enter your password

Password and confirm password does not
match

Cancel Confirm

9 The password which has been registered can be deleted or modified.

Delete/Overwrite Registered Password

9 On the User management interface, tap on the required username from the user list to delete
or modify the password.
9 On the User information interface, tap [Password] to delete or modify.
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< User Management @ < User Information

Please input user name or ID

(£ som
o

B ) &)
User Name P d
User ID
< Apps
User Role Normal User #
B m 0 @ e o
User Mgt.  Access Control  Attendance Data Card Number None
Search Management
3 * P < N 3 Password o
i m
g Face Enrolled
UsB Alarm System Settings USB Upgrade o
Management  Management

1/ On the pop window, tap Delete/ Overwrite to delete or modify the password.

Password already enrolled

Delete Overwrite

Register Face

9 On the New User interface, tap Face to enter the face registration page.
9 On the Face Register interface, move and adjust your face on the registration area.
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User D+

Name

User Roles

User Validity Rule

Fingerprint

Card Number

Password

Face

Access Control Role

New User

Please enter the User ID

Please enter the name

None

None

None

None

< Face Register ‘

Please hold your position
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Period of Validity Settings

This function sets the validity period for an employee's verification process for attendance. So once

this validity period has set, the Employee will be able to verify attendance only during this set time.

And if the Employee authenticates attendance before or after the defined time, the attendance will be

invalid.

The attendance verification is valid between the defined starting and ending time-period of the set

number of days; this offers precision up to specific days. The validity period of a day is from 00:00 to

23:59; once this validity period expires, the employee's verification for attendance will be invalid.

On the “User Information” interface, tap [User Validity Rule] to set the validity period.

< New User

User ID Flease enter the User ID

Name Please enter the name

User Roles

User Validity Rule

User Validity Rule

Fingerprint None
Card Number None Finish
Password None

Start Date
Face Mone

End Date
Access Control Role
Note:

If the function User Validity Rule is not displayed on the New User interface, then on the Main

menu, tap System Settings > Access Control Record Settings, and enable User Validity

Settings, and then the function "User Validity Rule" will appear in the New User interface.

On the User Validity Rule, set the user validity rule by configuring the required date and time.

Access level

The Access Control Role sets the door access privilege for each user.

This includes the access group, fingerprint privilege and also facilitates to set the group access

time-period.

On the New User interface, tap User Access Control Role to set the access level.
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< User Access Control Role
< New User

Access Group

Time Period

Duress Fingerprint
User ID~ Please enter the User ID
Name Please enter the name
User Roles

User Validity Rule

Fingerprint None
Card Number None
Password None
Face Nane

Access Control Role

Set the Access group

On the User Access Control Role, tap on Access Group to assign the registered users to
different groups for better management.

< User Access Control Role
Access Group
Time Period

Duress Fingerprint

Please choose the user's access
group(0~99)

Cancel

New users will be added to Group 1 by default, which can be reassigned to other required
groups.
The device supports up to 99 access control groups.

Set the Time period

Tap Time Period to set the time of access for the user.
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By default, users follow the defined settings of their groups.
If the time-period is not applied, the access time of the specific user should be set.
Such configuration will not affect the time settings of other group members.

< Time Period

Time Rulel

Time Rule2

Time Rule3d

Time Ruled

Time Rules

Time Ruleé

Time Rule?

Time Rule8
< User Access Control Role
Time Rule9

Access GI’OUD Time Rule10
Time Rule1?
Time Period

Time Rule12

Duress Fingerprint
Time Rule13

Note: A total of 50 time-rules can be set.

Duress fingerprint

The user may specify one or more fingerprints to register as duress fingerprint(s). Hence, once the user
presses the corresponding finger on the sensor, and if the verification is successful, then the system
will immediately generate the alarm.

On the User Access Control Role, tap Duress Fingerprint to set the duress access.

< User Access Control Role

Access Group

Time Period

Duress Fingerprint
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Add Users on the Software

Connect software

Recommended to use ZKBioSecurity V5000/V6000/V6600, otherwise the function and interface may
be different.

Before adding employees, please ensure that the device is connected to the PC through the
network cable and set the device IP.

The device IP and computer IP should be in the same network segment.

Please refer to Ethernet Settings for details.

Tap [System Settings] > [Cloud Service Settings] to set the cloud server parameters according
to the software address displayed in the browser (Note: the default server port is 8088).

Please refer to Cloud Service Settings for details.

€ C A F=&£ | 110.80.38.74:8002/bioLogin.do w 6

i) ZK BioSecurity

r Login v Engi v

?

| |
/ [T \\

Z / |
2 auE
GG
APP.
ZK

Copyright © 2020 ZKTECO CO,, LTD. All rights reserved About Help

Add Devices
On the software, click Access > Device >Search to search for the active registered devices.

[ © admin ~
Devcelame| | [ ] eaames| | we- Q®

‘The current query conditions None:

 Rotesn [ New [ Doiele [# £xpon Q Searn 2 Convol ~ {83 Setup - [ View/Get + @ Gommunicaton +

oy Device

Device Name Seareh ations

1/O Board

2 Download S s

e No device found? Download Search Tools to Local Disk s
192.168.0.72 Total Progress Delete
— 1P Address Device Type Serial Number Delcle
[0S Delete
== 1P Adcress MAC Address SubnetMask  GalewayAddress  Serial Number  DeviceType  Sef Seer Operations -
192.168.10.210 Delete
192.168.212.41 Delete
192.168.1.113 Delete

Real-Time Monitoring

Alarm Monitoring

Map

Access Conrol

Advanced Funciions AT

Reporis

v PRI |
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9 Click “Search” to search for the registered devices.

i After the search is completed, the total number of registered devices.

m Mo device found? Download Search Tools to Local Disk
Tt Proess o
S Number of devices added

IP Address. Device Type Setial Humber

IP Address. MAC Address. SubnetMask ~ Gafeway Address  Serial Number  Device Type Set Server Operations

192.168.0.72 2552552550  192.168.1.1 CJHB192960038 SmartAC1 ‘This device has been added
192.168.1.113 2552552550 19216810254 CKJX201460001 SpeedFace-V! ‘This device has been added
192.168.1.66 2552552550  192.168.1.1 CKJB201260036  ProFace X[TD ‘This device has been added
192.168.10.208 2552552550  192.168.10.254 CKJC202360186  ProFace X[TD ‘This device has been added
182168, 2552552550 192.166.10.254 CKJF201560035  SpeedFace-V: ‘This device has been added
192168212162 00:1761:20:0333 2552552550 1921682121 3014161600007  ZTHCAM460 hitps7/192.168.213.7:808 Add Modiy IP Address

182.168.212.41 2552552550 1921682121 CEXg191080010 TDBO3 ‘This device has been added
192.168.214.156 00:1761:10:CA:A4 2552552550 192.168.214.1 0566134500076 inBIO460 hifp1192.168 21423808 Add Modiy IP Address

192.168.214.177 00:1761:12:C5:8D. 0 DD ZTHCAMAS0 hifp-1192.168.214.116:30 Add Modify IP Address

192.168.214.188 00:1761:20.01:05 2552553550 192.165214.1 3010162300095  ZTHCAM160 hifp/1182.165214.143:80 Add Modify IP Address

A\ The curent system communication portis 8882, please make sure the device is set correctly.

Close

9 Click “Add”, fill in the device’s details, and then click “OK” to complete adding devices.

Device Name* 192.168.214.156

New Server Address™ 192 168 214 23
New Server Port" 8882

Communication Password

lcan Type™

Area”

Add to Level JR—

Clear Data in the Device when Adding [

A\ [Clear Data in the Device when Adding] val delete data in the device (excapt event
record), please use with caution!

| The default IP address of the device may conflict with others in the network, so the IP address
of the new device needs to be modified before use.
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Add Person

1 On the Personnel module, click Person> New/Add to configure the Personnel details.

Persannel ID* Department®
First Name Last Name

Gender Mobile Phone

Certificate Type Ceriificate Number

Birthday Email
Hire Date Position Name
Device Verification Password Gard Number

Biometrics Type

Access Control Time Atiendance Elevator Control Plate Register Face Intellect

Levels Seffings " Superuser No

[ General Select Al

Unselect All Device Operation Role Ordinary User

Delay Passage [m]
Disabled [m]
Set Valid Time [m]

i After filling in the personnel information, click OK to save and exit, and the personnel will be
displayed in the personnel list.

Batch import personnel photos

9 On the Personnel module, click Person > Import>-Import Personnel Photo, select the photo
to import.

Total: o (Please do not delete photo while uploading)

A\ Please name the photo with personnel ID.The correct format is JPGIGIF/BMP/PNG. Make sure the photo name does ot contain special
characlers. Do nof choose more than 3000 piciures in a single import!

St Ui
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Search User

Search User function facilitates to search for the required user from the list.

Tap on the search bar located on the [User Management] interface and search for the required
username.

Note: The required users can be searched based on their IDs, username, surname, or full name.

< User Management W

@ Sam

< Apps
User Mgt. Access Control  Attendance Data
Search Management
g O G
usB Alarm System Settings USB Upgrade
Management  Management

Tap on the Search bar to search for the users with the relevant user ID/name and the system
will automatically find the users with information that is relevant to the search query.

User management m]'

Sam
1
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Edit User

On the User Management interface, tap on the required user from the list to edit.

On the User Information interface, tap on the corresponding Edit button to edit the

required user information.

< User Management m < User Information

|A& Sam

User Name

User Role

Fingerprint

Card Number

Password

Face

Access Control Role

Note: Please notice that the user ID cannot be modified, and other operations are similar to adding

a new user. For further information, please see section “Add User”.

Delete User

On the “User Management” interface, select the required user to delete and tap on the Delete

wbutton to delete.

On the pop-up window, tap OK to confirm the deletion.
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< User Management X

Please input user name or ID

Sam
oG

Delete the selected user

Cancel

Note: If you are deleting the selected user, all user's related information will be cleared.
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Access Settings

The Access Settings facilitates to set the access parameters.

Access Control Options

Access Control Options are used for setting the access parameters.

On the Main menu, tap [Access Control].

Access Control
Access Control Opticns
Time Rules
Holiday Settings

é; Anti-passback Setup

< Access Control Options

Door Lock Delay(S)

Gate Mode (0.8s by default)

Door Sensor Delay(S)

Door Sensor Type

Verification Mode

Door Valid Time Zone

< Apps

Management  Management

6000

User Mgt. Access Control  Attendance
Search

7 ‘ > | t“@" ‘5"
= Lacal Alarm

UsB Alarm System Settings USB Upgrade

Normally Open Time Zone
Master Device
Data Auxiliary Input Configuration

Management

Alarm

External alarm

The Access control options includes the following functions.

Menu Options

Door lock delay

Gate Mode

Door sensor delay

Function Description

The length of time that the device controls the electric lock to be in unlock
state.

Valid value: 1~10 seconds; 0 second represents disabling the function.
Toggle between ON or OFF switch to get into gate mode or not.

When set to ON, on this interface will remove Door lock delay, Door sensor
delay and Door sensor type options.

If the door is not locked and is being left open for a certain duration (Door
Sensor Delay), an alarm will be triggered.

The valid value of Door Sensor Delay ranges from 1 to 255 seconds.

There are three Sensor types: Close, Normal Open and Normal Closed.
Close: It means door sensor is not in use.

Door sensor type Normal Open: It means the door is always left opened when electric power is
on.
Normal Closed: It means the door is always left closed when electric power is on.
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Verification Mode
Door Valid Time

Zone

Normally Open
Time Zone

Master device

Auxiliary Input
Configuration

Alarm
Local Alarm
External Alarm

Reset Access
Settings

The supported verification mode includes fingerprint/password/face/card, User
ID only, password, face only, and face + password. The default is
fingerprint/password/face/card.

To set time period for door, so that the door is available only during that period.

Scheduled time period for “Normal Open” mode, so that the door is always left
open during this period.

When setting up the master and slave, the status of the master can be set to exit
on enter.

Exit: The record verified on the host is the exit record.

Enter: The record verified on the host is the entry record.

Sets the door unlock time period and auxiliary output type of the auxiliary
terminal device. Auxiliary output types include None, Trigger door open, Trigger
Alarm, Trigger door open and Alarm.

The default is Off.

Transmits a sound alarm or disassembly alarm from the local. When the door is
closed or the verification is successful, the system will cancel the alarm from the
local.

The default is Off.

The access control reset parameters include door lock delay, door sensor delay,
door sensor type, verification mode, door valid time zone, normally open time
zone, master device, and alarm. However, erased access control data in Data
Mat. is excluded.

Time Rules Settings

On the Access Control interface, tap Time Rules to set the Time Rule.

The entire system can define up to 50 Time Rules (that is Time Rule1, Time Rule2, .... Time

Rule 50).

Each Time Rule represents 7 Time Zones, i.e. 1 week and 3 holidays, and each Time Zone is a

standard 24-hour period per day and the user can only verify within the valid time period.

For each Time Zone you can set a maximum of 3 Time Periods. The relationship among

these Time Periods is "or".

When the Verification Time falls in any one of these Time Periods, the verification will be

successful and valid.

Time Zone format for each Time Period: HH MM-HH MM, accurate to minutes by 24-hour

clock.

Tap on the grey box to search for the required Time Rule. Enter the required Time Rule set

(that is, search as “Time Rule 1" ...” Time Rule 50”).

On the Time Zone interface, tap on the day (that is Sunday, Monday ...) in which the Time
Period needs to be set.
On the Time Period 1 interface, set the Start and End time, and then tap OK.
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< Access Control < Time Zone?2
Access Control Opticns
Sunday [00:00 23:59] [00:00 23:59] [00:00 23:59]
Time Rules
Monday [00:00 23:59] [00:00 23:59] [00:00 23:59]

Holiday Settings

Anti-passback Setup

Tuesday  [00:00 23:59] [00:00 23:59] [00:00 23:59]

Wednesday [00:00 23:59] [00:00 23:59] [00:00 23:59]

Thursday  [00:00 23:59] [00:00 23:59] [00:00 23:59]

Friday [00:00 23:59] [00:00 23:59] [00:00 23:59]

Saturday [00:00 23:59] [00:00

]

:59] [00:00 23:59]
Holiday 1 [00:00 23:59] [00:00 23:59] [00:00 23:59] Cancel
Holiday 2 [00:00 23:59] [00:00 23:59] [00:00 23:59]

Holiday 3 [00:00 23:59] [00:00 23:59] [00:00 23:59]

Note:

9 When the End Time is earlier than the Start Time, (such as 23:57~23:56), it indicates that
access is prohibited all day.

9  When the End Time is later than the Start Time, (such as 00:00~23:59), it indicates that the
interval is valid.

1 The effective Time Period to keep the Door unlock or open all day is (00:00~23:59) and also
when the End Time is later than the Start Time, (such as 08:00~23:59).

9 The default Time Zone 1 indicates that door is open all day long and it cannot be edited.

53 Holiday Settings

Whenever there is a holiday, you may need a special access time; but changing everyone's access time
one by one is extremely cumbersome, so you can set a holiday access time which is applicable to all
users, and the user will be able to open the door during the holidays. The time set here is taken as the

standard.

9 Tap [Holiday setting] and then tap on the button to create a new holiday.
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< Add a Holiday
Access Control
Access Control Options
Time Rules
Holiday Settings
g_g Anti-passback Setup
This wizard will help to create a holiday. (*) is required

On the [Holiday setting] interface, select a date and type of the holiday. Enable [Repeat] to
repeat the holiday yearly and then tap [Next].

On this interface, tap either Finish to successfully add the newly created holiday, or tap
Continue to create another holiday.

¢ ;
< Add a Holiday Add a Holiday

Please select the date *
Type of Holiday *
Repeat

The holiday is successfully added. Tap Continue to add new|

holidays or tap Exit
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< Holiday E
Please set the Holiday period

08.04 Holiday1 Repeat

0923 Holiday2

Edit Holiday

9 Onthe “Holiday period” interface, tap on the required holiday to modify.

Delete a Holiday

9 Onthe “"Holiday period” interface, tap on the W button to delete the holiday.

9 Select the holiday which you would like to delete, tap on the button in the lower right

corner.

9 On the pop-up window, tap OK to confirm deletion.

< Holiday X
Please set the Holiday period
Selectall
@ 08.04 Holiday1 Repeat
09.23 Holiday?

Delete the selected holiday

Cancel
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5.4 Anti-passback Setup

Anti-passback is a directional-control method used to control the misuse of an access control system.
This feature involves a specific sequence where the access control devices must be mounted both
inside and outside the door for access.

So, if any personnel enter an access-controlled area following another person without authenticating
on the biometric device, then the next time during his out-time, the door does not open when that
person attempts to leave the area. This function uses to detect whether the user's access is legal by
determining the user's last access record and the local control direction, which can effectively prevent
tailgating.

The Anti-passback setup can be divided into three types:

9 Anti-passback Out: After a user checks out, only if the last record is a check-in record, the
user can check-out again; otherwise, the alarm will be triggered. However, the user can
check-in freely.

9 Anti-passback In: After a user checks in, only if the last record is a check-out record, the user
can check-in again; otherwise, the alarm will be triggered. However, the user can check-out
freely.

9 Anti-passback In/Out: After a user checks in/out, only if the last record is a check-out
record, the user can check-in again; or if it is a check-in record, the user can check-out again;
otherwise, the alarm will be triggered.

Note: When the user has no record during the first verification, the anti-passback approval is passed

directly. This access direction depends on the selection of the control direction of the device,
corresponding to the state of the device.

9 Theinterface is shown below:

No Anti-passhack
Anti-passback Out

Anti-passback

Anti-passback In/Out
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6 Attendance Search

9 User access records will be saved in the device, making it easier to find the required
attendance records of the users.

9 Users can search for access logs, access photos, and block listed photos.
9 Searches support searching by either username or ID or a combination of the two.

9 On the Main menu, tap Attendance Search, to search for required user’s access log.

4 Access Logs
Resend(4)
2020-05-08
kira
30:¢
kira
i
kira
< Apps
L]
User Mgt.  Access Control  Attendance Data E2
Search Management User 2.40
Ente
U U W
usB Alarm System Settings USB Upgrade
Management  Management
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/ Data Management

The Data Management Settings allows the users to manage the device data, including Delete Access
Logs, Delete All Data, Delete Access Photos, Delete Unregistered User Photos, Clear Admin Rights,
Delete User Photos, And Delete Wallpapers.

9 On the Main menu, tap on Data Management to manage the data.

< Apps
User Mgt. Access Control  Attendance Data
Search Management
a
USB Alarm System Settings USB Upgrade
Management = Management

Function Description

Function Name Function Description

1. Deletes all the logs.
Delete Access Logs 2. Deletes the access logs within a specified time
range.

Delete All Data

—_

range.

—_

Delete
the
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